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Abstract—Poly(hydroxybutrate-co-hydroxyvalerate) (PHBV) 
fibrous membranes were fabricated through electrospinning. 
The effects of polymer solution properties including solution 
concentration and salt addition were investigated such that 
uniform fibers with diameters ranging from several hundred 
nanometers to a few micrometers were successfully produced. It 
was found that the fiber diameter increased with polymer 
solution concentration and drastically decreased with the 
addition of benzyl triethylammonium chloride. For each type of 
PHBV polymer solution, fibrous membranes with different fiber 
orientations such as random fibers, aligned fibers and 
double-layered structures consisting of aligned fibers were 
produced and the effect of solution properties on fiber alignment 
was analyzed. The mechanical properties of fibrous membranes 
with different fiber diameters and different fiber orientations 
were systematically investigated using tensile tests. The aligned 
fibers exhibited high tensile strength along the fiber direction. 
I. INTRODUCTION 
LECTROSPINNING, a technology that can produce 
microfibers and nanofibers, is now used to fabricate 
various types of fibrous scaffolds for tissue engineering (TE) 
applications [1-6]. Depending on the specific TE applications, 
ultrafine fibers of different diameters may be required and 
made. Since most biological tissues consist of nano-scaled 
fibers or fibrils, nanofibers are usually preferred to construct 
TE scaffolds in order to mimic the extracellular matrix (ECM) 
of various biological tissues [7]. For bone TE applications, 
nanoparticles of some calcium phosphates such as 
hydroxyapatite (HA) can be incorporated into electrospun 
fibers [8-10] because of the osteoconductive property of HA 
[11]. In such situations, microfibers were mostly produced 
because it was easier for microfibers to encapsulate 
nanoparticles than nanofibers to do so. The diameter of 
electrospun fibers varies and its effects on cell behavior have 
been investigated by different research groups [12-13]. The 
fiber alignment is another important factor that can influence 
cell response and hence determine the performance of fibrous 
scaffolds in some tissue engineering applications. Therefore, 
the effects of fiber alignment on cell behavior have also 
received considerable attention recently [14-15]. 
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Apart from fiber size and orientation and their effects, 
mechanical properties of the electrospun fibers have often 
been investigated [16-17] because sufficient mechanical 
strength of the scaffolds is required. The fiber diameter, fiber 
alignment and mechanical properties of the scaffold are all 
important factors for a desirable TE scaffold. In our previous 
studies, techniques and facilities were developed for 
fabricating nonwoven [8, 9] and aligned-fiber TE scaffolds 
[10]. In the current study, we successfully electrospun fibers 
with diameters ranging from a few hundreds nanometers to a 
few micrometers and with different fiber orientations. The 
mechanical properties scaffolds of the fibers with different 
diameters and orientations were evaluated systematically. 
II. MATERIALS AND METHODS 
A. Materials 
Poly(hydroxybutrate-co-hydroxyvalerate) (PHBV) with a 
molecular weight of 310,000 and containing 2.9 mol% of 
3-hydroxyvalerate was from Tianan Biologic Material Ltd., 
China. Benzyl triethylammonium chloride (BTEAC) was 
commercially available (Fluka, Germany). The solvent, 
chloroform, was of analytical grade. The polymer (PHBV), 
organosoluble salt (BTEAC) and solvent were used for 
eletrospinning in the as-received state. 
B. Solution preparation 
To prepare solutions for electrospinning, PHBV was 
dissolved in chloroform at 50°C with gentle stirring for 90 
minutes using a hotplate magnetic stirrer. Three groups of 
solutions were prepared: (1) 2g of PHBV in 10ml of 
chloroform, (2) 1.5 g of PHBV in 10 ml of chloroform, and (3) 
1.5 g of PHBV in 10 ml of chloroform with an addition of 0.03 
g of BTEAC. The first, second and third groups of solutions 
were designated as solution A, B and C, respectively. 
C. Electrospinning 
Each group of solutions was used for electrospinning to 
produce three types of fibrous structures, namely, randomly 
oriented fibrous membrane, single-layer aligned fibrous 
membrane, and double-layered fibrous membrane consisting 
of aligned fibers. Details on fabricating random fibers and 
aligned fibers can be found in our previous publications [8- 
10]. The electrospinning processing conditions were: solution 
feeding rate = 3 ml/h; voltage = 15 kV; needle inner diameter 
= 0.5 mm; distance between the needle tip and collector = 10 
cm; rotational speed of the cylinder = 4167 rpm. 
Electrospinning of Fibrous PHBV Tissue Engineering Scaffolds: 
Fiber Diameter Control, Fiber Alignment and Mechanical Properties 
Ho-Wang Tong, Min Wang 
E 
978-1-4244-2255-5/08/$25 ©2008 IEEE
Proceedings of the 5th International Conference on Information Technology and Application in Biomedicine, in conjunction with
The 2nd International Symposium & Summer School on Biomedical and Health Engineering
Shenzhen, China, May 30-31, 2008
535
  
D. Morphological characterization 
Electrospun fibers were characterized using a scanning 
electron microscope (SEM, Stereoscan 440, UK) and each 
SEM micrograph was analysed using an image tool 
(UTHSCSA Image Tool). To characterize the fiber size, fifty 
individual fibers were selected from the SEM micrograph and 
their diameters were measured using the image tool. To 
characterize the degree of fiber alignment, fifty individual 
fibers were selected and the angles between the fibers and the 
longitudinal axis of the fiber collecting cylinder were 
determined using the image tool. The angle of 90° indicated 
perfect fiber alignment on the fiber collecting cylinder. 
E. Mechanical characterization 
 
 
Fig. 1 Specimens with different types of fiber orientation 
 
Mechanical characterization was conducted by subjecting 
electrospun fibrous membranes to tensile testing. The 
specimens were divided into five groups, as shown in Fig.1: 
(I) Randomly oriented fibrous membranes, (II) Aligned fibers 
tested in the longitudinal direction (i.e. in the direction of 
cylinder rotation), (III) Aligned fibers tested in the 
perpendicular direction (i.e. at 90° to the direction of the 
cylinder rotation), (IV) Double-layered structures consisting 
of a horizontally aligned fiber layer and a vertically aligned 
fiber layer tested in either the parallel or the perpendicular 
direction, and (V) Double-layered structures tested at 45° to 
the direction of the cylinder rotation. All test specimens were 
in the form of rectangular shape (5×30mm in dimension) cut 
from fibrous membranes. Fifteen specimens were tested for 
each orientation group (I to V), with five specimens from each 
solution group (A to C). The thickness of each fibrous 
membrane was measured using a non-contact method. The 
tensile testing was performed using an Instron tester (Model 
5848) with a load cell of 10 N. A cross-head speed of 2 
mm/min was used for all tests. Each specimen was tested to 
the point of failure and the ultimate tensile strength, Young’s 
modulus and elongation at break were obtained. 
III. RESULTS AND DISCUSSION 
A. Effects of solution properties on fiber diameter and 
fiber alignment 
 
  
(a) fibers electrospun from solution A 
 
(b) fibers electrospun from solution B 
 
(c) fibers electrospun from solution C 
Fig. 2 Morphology of random fibers (left) and the fiber 
diameter distribution (right) 
 
SEM micrographs and the corresponding fiber diameter 
distributions of randomly oriented fibers electrospun from 
solutions A, B and C are shown in Fig.2. When the solution 
concentration of PHBV was increased from 15 %w/v 
(solution B) to 20 %w/v (solution A), the average fiber 
diameter increased from 1662 + 490 nm to 2502 + 1123 nm. 
However, when 0.03 g of BTEAC was added into the 15 %w/v 
PHBV solution (solution C), the average diameter of 
electrospun fibers was drastically decreased to 603 + 250 nm. 
These results have clearly shown that decreasing solution 
concentration or adding the salt could effectively decrease the 
electrospun fiber diameter. With increased PHBV 
concentration, the polymer chain entanglements within the 
solution became greater. Therefore, it was more difficult for 
the charges on the polymer jet to stretch the jet into finer 
fibers. Addition of BTEAC increased the conductivity of the 
polymer jet, which facilitated the stretching of the jet by the 
electric force during electrospinning. 
When the electrospun fibers were collected by the high 
speed rotating cylinder [10] instead of the flat conductive 
plate [9], the fibers could be quickly taken up by the cylinder 
and hence aligned fibers could be obtained. Fig.3 shows the 
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morphology of aligned fibers and the degree of fiber 
alignment. All fibers electrospun from solution A were 
aligned between 80° and 100° relative to the longitudinal axis 
of the rotating cylinder. Although the degree of alignment of 
the fibers electrospun from solution B was not as satisfactory 
as that of the fibers electrospun from solution A, there were 
still nearly half of the fibers aligned between 80° and 100° 
relative to the longitudinal axis of the rotating cylinder. 
However, the fibers electrospun from solution C did not show 
a fiber alignment, even though they were collected by the 
same rotating cylinder at the same rotating speed. It is clear 
that the degree of fiber alignment was improved by increasing 
PHBV concentration but worsened by the addition of 
BTEAC. This phenomenon will be explained in our future 
publication due to space limitation for this paper. 
 
  
(a) fibers electrospun from solution A 
  
(b) fibers electrospun from solution B 
 
(c) fibers electrospun from solution C 
Fig. 3 Morphology of aligned fibers (left) and the 
degree of fiber alignment (right) 
B. Mechanical properties of fibrous membranes with 
different fiber sizes and fiber orientations 
Fig.4 shows tensile properties of electrospun fibrous 
membranes with different fiber diameters (from solutions A to 
C) and of different orientations (types I to V). The average 
ultimate tensile strength (Fig. 4a), Young’s modulus (Fig. 4b) 
and elongation at fracture (Fig. 4c) were determined for each 
group. 
 
 
(a) ultimate tensile strength 
 
(b) Young’s modulus 
 
(c) Elongation at fracture 
Fig. 4 Tensile properties of electrospun fibrous 
membranes 
 
When the fibers were electrospun from solution A, the type 
II specimens exhibited the highest ultimate tensile strength, 
followed by the type IV, I, V and III specimens. Fibrous 
membranes electrospun from solution B also showed a similar 
trend, although the trend was not very obvious. This trend was 
not applicable for fibers electrospun from solution C, 
probably due to the low alignment effect. Seemingly in this 
study, the randomly oriented fibrous membranes (i.e. type I) 
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exhibited the highest Young’s modulus among different fiber 
orientations, no matter what polymer solution (A, B or C) was 
used. The fiber orientation did not play a significant role in 
affecting the elongation at break, but the fiber diameter did. 
The fibers electrospun from solution C, which represented the 
smallest fiber dimension, exhibited the highest elongation at 
break. Therefore, fibers with smaller diameters would be 
desirable if one needs to produce a tough fibrous membrane. 
The successful control of fiber diameter and alignment should 
render fibrous scaffolds with different mechanical properties. 
These results are very useful fabricating TE scaffolds which 
mimic the mechanical properties of different tissues. For 
example, due to the high tensile strength, the highly aligned 
fibrous scaffold should be useful for regenerating skin, tendon 
or ligaments because these tissues are frequently subjected to 
tensile forces. 
IV. CONCLUSIONS 
PHBV fibers with fiber diameters ranging from several 
hundred nanometers to a few micrometers could be 
electrospun by varying the polymer solution properties. A 
high speed rotating drum could be used to fabricate 
membranes consisting of aligned fibers through 
electrospinning, but the degree of fiber alignment could be 
affected by solution properties. Mechanical properties of 
electrospun fibrous membranes could be assessed using 
tensile tests. The mechanical properties were affected by the 
fiber diameter and fiber alignment. 
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